SOLID STEEL DIAMOND PLATE W,/ NON—-SKID PATTERN
127, 187, 24" WIDTH — 1,/2" THICKNESS (MIN.)
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SLOPE TO DRAIN

BOLT PLATE TO CONCRETE, L CURB
HEADS FLUSH W/ PLATE

NOTES:

AN\ FIBER—REINFORCED PORTLAND
CEMENT CONCRETE (P.C.C.)
SHALL HAVE THE FOLLOWING

—=|  VARIES = |==— CHARACTERISTICS: 4000 PSI

MIN. COMPRESSIVE STRENGTH

@ 28 DAYS, MIN. 6 SACKS OF

CEMENT PER CUBIC YARD WITH

A MAX. WATER/CEMENT RATIO

OF 0.45, AIR ENTRAINMENT 6%

+1.5%, SLUMP AT 1 TO 4

INCHES.  ALL MATERIALS SHALL

4—1/2" MIN. —] CONFORM TO SSPWC SECTION

202. POLYPROPYLENE FIBERS

SHALL BE ADDED TO THE P.C.C.

PER THE MANUFACTURER'S

RECOMMENDATIONS.

2. BASE BENEATH CONCRETE DRAIN
SLCTION A—A SUPPORT STRUCTURE SHALL BE
6" MIN. TYPE 2, CLASS B
AGGREGATE, COMPACTED TO A
MINIMUM 95% OF MAXIMUM DRY
DENSITY.

k. OF GUTTER 1,/2” BELOW
BOTTOM OF UNDERDRAIN
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